
UP14
Pneumatic 

UP14BA
Pneumatic 

UP15
Electric 

UP14ZLW
Pneumatic 

SSC
Pneumatic 

UP35
Pneumatic

UP35BA
Pneumatic

UP40
Electro-Pneumatic

UP60
Pneumatic

UP65
Hydraulic

UP150
Hydraulic

150 kN
(33721 lbf)

595 x 245 x 625 mm
(23.4 x 9.65 x 24.6 inch)

145 kg (320 lbs)

69 dB(A)

max. 200 bar / 2901 psi

-

230 VAC | 50 Hz

-

+ Freely programmable
Crimp Height / Return Height/
Pre Crimp Position

+ 30 Program Memory
Locations

+ Internal Hydraulic Pump

150 kN
(33721 lbf)

695 x 245 x 660 mm
(27.4 x 9.65 x 26 inch)

185 kg (408 lbs)

69 dB(A)

max. 210 bar / 3046 psi

-

110 - 230 VAC | 50 - 60 Hz

-

+ Freely programmable
Crimp Height / Return Height/
Pre Crimp Position

+ Crimp Force Monitoring
(CFM)

+ Internal Hydraulic Pump

Max. Crimp Force

Dimensions 

Approx. Weight

Noise Level

Max. Pressure

Air Consumption

Electrical Connection  

Electrical Connection 
(Light source)

Other Features  

15 kN 
(3372 lbf)

440 x 265 x 170  mm
(17.3 x 10.4 x 6.7 inch)

10.5 kg (23.1 lbs)

70 dB(A)

-

-

115 / 230 VAC | 50 / 60 Hz

-

+ Piece & batch counter

+ Use of CSV10 tool heads

14 kN at 6 bar
(3147 lbf at 87 psi)

320 x 135 x 260 mm
(12.6 x 5.3 x 10.2 inch)

14 kg (31 lbs)

73 dB(A)

6 bar / 87 psi

4.8 l per stroke

-

-

+ Economical entry into
machine processing

+ CS30-dies from hand tool
can be used without adapter

14 kN at 6 bar
(3147 lbf at 87 psi)

320 x 135 x 300 mm
(12.6 x 5.3 x 11.8 inch)

14 kg (31 lbs)

73 dB(A)

6 bar / 87 psi

4.8 l per stroke

-

- 

+ Contact holding function

14 kN at 6 bar
(3147 lbf at 87 psi)

335 x 135 x 260 mm
(13.2 x 5.3 x 10.2 inch)

14.5 kg (32 lbs)

73 dB(A)

6 bar / 87 psi

4.8 l per stroke

-

-

+ Linear working machine for
automotive

20 kN at 6 bar
(4496 lbf at 87 psi)

385 x 180 x 480 mm
(15.15 x 7.1 x 18.9 inch)

22 kg (48.5 lbs)

62 dB(A)

6 bar / 87 psi

4.2 l per stroke

- 

Plug-in power supply 
12 Volt with change adapter 
EU / US / UK / AU

+ Linear working machine
for automotive

+ Safe crimping machine

20 kN at 6 bar
(4496 lbf at 87 psi)

385 x 180 x 480 mm
(15.15 x 7.1 x 18.9 inch)

20 kg (44.1 lbs)

62 dB(A)

6 bar / 87 psi

4.2 l per stroke

-

Plug-in power supply 
12 Volt with change adapter 
EU / US / UK / AU

+ 8-indent processing possible

20 kN at 6 bar
(4496 lbf at 87 psi)

380 x 225 x 480 mm
(15.15 x 8.9 x 18.9 inch)

20 kg (44.1 lbs)

62 dB(A)

6 bar / 87 psi

4.2 l per stroke

-

Plug-in power supply 
12 Volt with change adapter 
EU / US / UK / AU

+ Contact holding function

40 kN at 6 bar
(8892 lbf at 87 psi)

550 x 310 x 560 mm
(21.65 x 12.2 x 22.05 inch)

45 kg (99.2 lbs)

70 dB(A)

6 bar / 87 psi

21 l per stroke

24 VDC | min. 1.75 A
Plug-in power supply 
100 - 240 VAC with change 
adapter EU / US / UK / AU

-

+ 2 operating modes
(with or without hold function)

+ Crimp force monitoring
as an option available

60 kN at 6 bar
(13488.5 lbf at 87 psi)

545 x 260 x 555 mm
(21.5 x 10.2 x 21.85 inch)

64.5 kg (142.2 lbs)

69 dB(A)

6 bar / 87 psi

16 l (stroke of 10 mm)
52.5 l (stroke of 32 mm)

-

Plug-in power supply 
12 Volt with change adapter 
EU / US / UK / AU

+ Use of EHC & U-dies possible

+ Crimp force monitoring as an
option available

+ Reduced return of stroke
possible at small cross
sections

Crimping Machines Overview

+ Contact holding function

+ CS30-dies from hand tool
can be used without adapter

+ CS30-dies from hand tool
can be used without adapter


