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● Screw Locking Thread M5x0.5

● Lightweight and Compact

● Ruggedized for Harsh Environment

● Secure and Reliable Signal/Data Transmission

● 3 and 4 Contacts, “UHD” (Ultra High Density) upon request
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Circular (Ceres, X-Lok, M)

Remarks :
Materia ls : P (Plas�c), M (Meta l ), B (Both)
Assemble Style: R0 (Receptacle), RW (Receptacle With Wires ), RP (Receptacle With Pigta i l ), RC (Receptacle With Overmolded Cable), OC (Overmolded With Cables ), FI (Field Insta l lable)
Vibra�on: (1) 10-500 Hz @Ampl i ture 0.35mm; (2) 10-55Hz @Ampl i tude 1.52mm
Opera�on Temperature & IP Ra�ng: R0 (Receptacle), RW (Receptacle With Wires ), OC (Overmolded With Cables ), FI (Field Insta l lable)

2
Points

Lock

3
Points

Lock

Push
Lock

Push
Pul l

Screw
Thread

Others
Gold

Plated
Si lver

Plated
Cat.
5e

Cat.
6A

Ceres Series

Mini   B 2-6  250V 2A-5A 26-24 2,000 500h

Standard   B 2-12  250-600V
2A-10A
5A+2A

10A+5A
26-20 2,000 500h

Middle    P 2-18   250-600V

2A-20A
5A+2A

10A+2A
10A+5A

24-14 2,000 500h

Large   B 2-22   250-600V
2A-20A
20A+2A
20A+5A

26-16 2,000 500h

Macro  P 31  200V 5A 26 2,000 500h
PLD  P 2-4  250V 5A 26-20 2,000 500h
MAB  P 4  250V 10A 20 2,000 500h
GBD  P 8  250V 10A+5A 20-24 2,000 500h

X-LOK Series

Mini  / LED  B 2-33  30-630V 0.5A-16A 32-14 1,000   500h

Standard  P 2-8  300-600V 
5A-10A
10A+5A

26-16 1,000 500h

Middle  P 2-12   300-600V 
5A-20A
10A+5A

26-12 1,000 500h

Large  B 2-100  
60V (0.5A)
300-600V

0.5A-20A
20A+5A

50A
32-26 1,000 500h

Macro  P 4-31   300-600V 50A+5A 22-8 1,000 500h

M Series

M5  M 3-4  60V 1A 26 1,000 48h

Guided M8 /
LED

 Snap-in B 2-6  30-60V
1.5A-3A
3A+1.5A

24-22 1,000 48h

M8 / LED  Snap-in B 3-13  30-60V 0.5A-3A 32-22 1,000 48h

M10.5  M 2-5  30V 2A 24 1,000 48h

M12 A / LED   B 3-28  30-250V 0.5A-4A 30-22 1,000  48h

M12 B / LED   B 5  60V 4A 26-22 1,000 48h

M12 D / LED   B 4  250V 4A 26-22 1,000  48h

M12 I   B 5  60V 4A 22 1,000 48h

M12 K / LED   B 3-5  630V 12A, 16A 14 1,000 48h

M12 L / LED   B 2-5  63V 16A 14 1,000 48h

M12 M / LED   B 3-6  630V 8A 16 1,000 48h

M12 S / LED   B 3-4  630V 12A 16 1,000 48h

M12 T / LED   B 2-4  63V 12A 16 1,000 48h

M12 X   M 8  30-60V 0.5A 26 1,000  48h

M12 Y   B 8  60V 0.5A / 6A 20, 26 1,000 48h

M23  M 6  600V 28A 14-12 1,000 48h

Appl icable
Wires
(AWG)

Ma�ng
Cycles

(Pin Contact)

High Speed
Salt Spray

(Connector,
Mated)

Nominal
Current

Ma�ng Style

Materia ls
No. of

Contacs

Contacts
Opera�ng

Voltage
(AC/DC)
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Solder Crimp SMT
PCB
180

PCB
90

Solder Crimp
Screw

In
Push

In
IDC Cer�fica�ons

       (2)  

         (2)   UL1977

        (2)  UL1977

        (2)   UL1977

     (2)  UL1977
    (2) 

   (2) 
   (2) 

          (2)  

         (2)  

         (2) 

         (2)  

        (2) 

       (1) 
IEC 61076-

2-105

            (1)  

            (1)  
IEC 61076-

2-104
UL1977,
UL2238

    94-HB (1) 

             (1)  
IEC 61076-

2-101
UL1977,
UL2238,

             (1)  
IEC 61076-

2-101
UL1977,
UL2238

             (1)  
IEC 61076-

2-101
UL1977,
UL2238,

     94-HB (1) 

           (1) 
 IEC 61076-

2-111
UL1977,
UL2237

           (1) 
 IEC 61076-

2-111
UL1977,
UL2238

           (1)  
IEC 61076-

2-111

           (1) 
IEC 61076-

2-111
UL1977,
UL2237

           (1) 
IEC 61076-

2-111
UL1977,
UL2238

          (1)  
IEC 61076-

2-109
UL1863

       (1)  
IEC 61076-

2-109
UL1863

     (1)  

。R0: -40°C ~ 105°C,
    IP67
    (Mated / Unmated),
    IP68 (Unmated),
    IP69K (Mated)

。RW: -20°C ~ 85°C,
    IP67
    (Mated / Unmated),
    IP68 (Unmated),
    IP69K (Mated)

。OC: -20°C ~ 85°C,
    IP67 / IP68 (Mated)

。FI: -40°C ~ 105°C,
    IP67 / IP68 (Mated)

(FI) Field Insta l lable
EMI

Op�o
n

ROHS
2.0
&

REACH

Standard /
Compl iant

Opera�ng
Temperature

& IP Ra�ng

UL
94V-0

Vibra�on

。R0:
    -40°C - 105°C,
    IP67 (Unmated)

。RW:
    -20°C - 85°C,
    IP67 (Unmated)

。OC:
    -20°C - 85°C,
    IP67 (Mated)

。FI:
    -40°C - 105°C,
    IP67 (Mated)

CSA,
UL1977,
UL2238,
UL50e

。R0 & RW:
    -40°C - 105°C,
    IP68 (Unmated)

。OC & FI:
    -40°C ~ 105°C,
    IP68 (Mated)

UV
Res is tant

(R0) Receptacle

RW OCRC
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Circular (FLOS, Power, RBL, DeepTronica)

2
Points

Lock

3
Points

Lock

Push
Lock

Push
Pul l

Screw
Thread

Others
Gold

Plated
Si lver

Plated

FLOS Series

B  M 2-32  160-700V 1.5A-25A 28-16 5,000 144h
K  M 2-32  160-700V 1.5A-25A 28-16 5,000 144h

K (FLOS+)  M 2-32  160-700V 1.5A-25A 28-16 5,000 1000h

C  M 2-19  160-700V 1.5A-20A 28-16 3,000 144h
S  M 1  260-1000V 15A 28-16 3,000 144h

Y 
Break
Away

M 2-26  260-1000V 5A-14A 28-16 5,000 96h

P  P 2-14  200-400V 2A-10A 28-16 2,000
N  M 2-19  200-800V 5A-22A 28-16 3,000 144h

Power Series

PWE  P 5-7  277V  8A 20-17 500 500h

PWF  P 2-4  277V 12A 18-15 500 500h

PWG  P 4  277V 16A 18-14 500 500h

PWC   P 3  277V 20A 14-12 500 500h

PWCU   P 4 & 12  277V 20A+2A
14-12,
24-22

500 500h

PWH   P 3, 5 
660V (AC)

1000V (DC)
25A 12 500 500h

PWL  P 3  300V  30A 14-8 500 500h
PWM  P 2  600V 50A 9-8 500 720h

PWMU  P
2+2,
2+4

 600V 50A+2A
9-8,

22-20
500 720h

PWN  P 2  600V 70A 8-6 500 720h

PWNU  P
2+2,
2+4

 600V 70A + 2A
8-6,

22-20
500 720h

PWP  P 2 & 3  600V 80A 4 500 720h

PWPD  P
2+2, 2+4,
3+2, 3+4

 600V 80A+5A 4, 20 500 720h

PWX  P

9 (30A)
14 (30A+5A)

 5 (50A)
12 (50A+5A)

4 (80A)
7 (80A+5A)

 300-600V
30A, 30A+5A
50A, 50A+5A
80A, 80A+5A

22-20,
14-8,
9-8, 4

500 720h

RBL Series

Middle
With
Latch

P 2-9  300V
5A-10A
10A+5A

20-16 250 48h

Large
With
Latch

P 2-18  300V
5A-20A
20A+5A

24-12 250 48h

DeepTronica

Bathypelagic
(4,000 m)

 B

Abyssopelagic
(6,000 m)

 B

Hadopelagic
(11,000 m)

 B

Nominal
Current

Ma�ng Style

Materia ls
No. of

Contacs

Contacts
Opera�ng

Voltage
(AC/DC)

Appl icable
Wires
(AWG)

Ma�ng
Cycles

(Pin
Contact)

Sa l t Spray
(Connector,

Mated)

1000h1-27 200V-1000V 2A-50A 22-8 500-1,000

Remarks :
Materia ls : P (Plas�c), M (Meta l ), B (Both)
Assemble Style: R0 (Receptacle), RW (Receptacle With Wires ), RP (Receptacle With Pigta i l ), RC (Receptacle With Overmolded Cable), OC (Overmolded With Cables ), FI (Field Insta l lable)
Vibra�on: (1) 10-500 Hz @Ampl i ture 0.35mm; (2) 10-55Hz @Ampl i tude 1.52mm
Opera�on Temperature & IP Ra�ng: R0 (Receptacle), RW (Receptacle With Wires ), OC (Overmolded With Cables ), FI (Field Insta l lable)

Amphenol LTW3
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Solder Crimp
Screw

In
PCB
180

PCB
90

Solder Crimp
Screw

In
Push

In
IDC

       (2)   IP50 (Mated)
       (2)   IP68 (Mated)

       (2)  
R0: IP68 (Unmated)

OC: IP68 (Mated)
FI: IP68 (Mated)

       (2)   IP68 (Mated)
       (2)   IP50 (Mated)

       (2)   IP68 (Mated)

        (2)  IP50 / IP66 (Mated)
       (2)   IP68 (Mated)

   94-HB (2)  UL1977 IP67 / IP68

   94-HB (2) 
UL1977,

TUV
IP67 / IP68

    (2) * UL1977 IP67 / IP68

      (2) 
UL1977,

TUV
IP67 / IP68

     (2) 
UL1977,

TUV
IP67 / IP68

       (2) 
UL1977,

UL6703A,
TUV

IP67 / IP68

     (2)  UL2238 IP67 / IP68
    (2)  UL1977 IP67 (Mated)

    (2)  UL1977 IP67 (Mated)

     (2)  UL1977 IP67 (Mated)

     (2)  UL1977 IP67 (Mated)

    (2)  UL1977 IP67 (Mated)

    (2)  UL1977 IP67 (Mated)

     UL1977 IP69K (Mated)

     (2)  UL1977

   *  (2) 

  

  

  

Deep Ma�ng:
300 ~ 800 bar

。Air: -40°C - 90°C
。Water: -4°C ~ 60°C

EMI
Op�on

(R0) Receptacle

RW

(FI) Field Insta l lable

OC
UV

Res is tant
UL

94V-0
Vibra�on

。RW: -40°C ~ 105°C
。OC: -20°C ~ 80°C,
    Data:
    -20°C ~ 80°C

    Power:
    -20°C ~ 105°C

    Hybrid:
    -40°C ~ 105°C

。FI: -40°C ~ 105°C

IP Ra�ng

RW: IP68
(Unmated)

OC: IP68 (Mated)
FI: IP67 (Mated)

ROHS
2.0
&

REACH

Cer�fica�ons
Opera�ng

Temperature

。R0:
    -40°C - 125°C
。OC:
    -20°C - 85°C
。FI:
    -40°C - 125°C

。R0:
    -40°C - 105°C
。OC:
    -20°C ~ 80°C
。FI:
    -40°C ~ 105°C
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Circular (HS-Lok, NMEA 2000, Mini, Heavy Duty Shielded)

Remarks :
Materia ls : P (Plas�c), M (Meta l ), B (Both)
Assemble Style: R0 (Receptacle), RW (Receptacle With Wires ), RP (Receptacle With Pigta i l ), RC (Receptacle With Overmolded Cable), OC (Overmolded With Cables ), FI (Field Insta l lable)
Vibra�on: (1) 10-500 Hz @Ampl i ture 0.35mm; (2) 10-55Hz @Ampl i tude 1.52mm
Opera�on Temperature & IP Ra�ng: R0 (Receptacle), RW (Receptacle With Wires ), OC (Overmolded With Cables ), FI (Field Insta l lable)

2
Points

Lock

3
Points

Lock

Push
Lock

Push
Pul l

Screw
Thread

Others
Gold

Plated
Si lver

Plated

HS-Lok Series

Q8  B 2-6 

100V (DC),
300V,

300V (AC) +
100V (DC)

2A
5A

5A+2A
24-20 2,000 500h

NMEA 2000

Li te (Micro)   B 5  60V  4A
16*1P+20*1P
18*1P+22*1P
22*1P+24*1P

Push Pull 500,
Screw Thread 1,000

Metal: 48h
Plas�c: 1,000h

Heavy (Mini )  M 4-5  600V  8A
15*1P+18*1P
16*1P+18*1P

1,000

7/8" Mini

7/8" Mini  M
2, 2+PE,
4, 4+PE,

6
 600V 8A-13A 16 1,000 48h

Heavy Duty
Shielded

Heavy Duty
Shielded

* M 2-14  50-300V   5A-40A 22-8 1,000 48h / 500h

Nominal
Current

Ma�ng Style

Materia ls
No. of

Contacs

Contacts
Opera�ng

Voltage
(AC/DC)

Appl icable
Wires
(AWG)

Ma�ng Cycles
(Pin Contact)

Sa l t Spray
(Connector,

Mated)

Amphenol LTW5
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Solder
PCB
180

PCB
90

Solder Crimp
Screw

In
Push

In
IDC

     (2)  UL2238, UL50e
R0: IP68 (Unmated)

OC: IP68 (Mated)
FI: IP68 (Mated)

。R0: -40°C - 105°C
。OC: -40°C - 105°C
。FI: -40°C - 105°C

        (1)   NMEA 2000

     94-HB (1)   NMEA 2000

        (1) 

R0: IP68 (Unmated)
RW: IP68 (Unmated)

OC: IP68 (Mated)
FI: IP67 (Mated)

。R0: -40°C - 105°C
。OC: -40°C - 105°C
。FI: -40°C - 105°C

    94-HB (1)  
R0: IP68 (Unmated)

OC: IP68 (Mated)
FI: IP68 (Mated)

。R0: -40°C - 105°C
。RW: -20°C - 85°C
。OC: -20°C - 85°C
。FI: -40°C - 105°C

EMI
Op�on

(R0) Receptacle

RW

(FI) Field Insta l lable

OC
UV

Res is tant
UL

94V-0
Vibra�on IP Ra�ng

R0: IP68 (Unmated)
RW: IP68 (Unmated)

OC: IP68 (Mated)
FI: IP67 (Mated)

。R0: -40°C - 105°C
。RW: -20°C - 85°C
。OC: -20°C - 85°C
。FI: -40°C - 105°C

ROHS
2.0
&

REACH

Cer�fica�ons
Opera�ng

Temperature
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Other IO (RJ45, USB, D-Sub, SSL, HDMI, DVI)

Remarks :
Materia ls : P (Plas�c), M (Meta l ), B (Both)
Assemble Style: R0 (Receptacle), RW (Receptacle With Wires ), RP (Receptacle With Pigta i l ), RC (Receptacle With Overmolded Cable), OC (Overmolded With Cables ), FI (Field Insta l lable)
Vibra�on: (1) 10-500 Hz @Ampl i ture 0.35mm; (2) 10-55Hz @Ampl i tude 1.52mm
Opera�on Temperature & IP Ra�ng: R0 (Receptacle), RW (Receptacle With Wires ), OC (Overmolded With Cables ), FI (Field Insta l lable)

2
Points

Lock

3
Points

Lock

Push
Lock

Screw
Thread

Others
Cat.
5e

Cat.
6A

RJ45 Series

Middle   B 8 44-57V (DC) Max. 1.5A 24 750  

Large / I-Adaptor    P 8 44-57V (DC) Max. 1.5A 24 750 

ODVA  P 8 44-57V (DC) Max. 1.5A 24 750 

Sel f-Clos ing Cover P 8 44-57V (DC) Max. 1.5A 750  

USB Series

Mini  USB Type B  P  30V 1.5A 28*1P + 28*3C 5,000

Type A   B  30V
USB 2.0: 1.5A
USB 3.2Gen1:

28*1P + 24*2C 1,500

Type B   B  30V USB 2.0: 1.5A 28*1P + 24*2C 1,500

Micro USB Swi� M 
30V (AC)
5V (DC)

1 & 5 Pin: 1.8A
 2, 3 & 4 Pin: 1A

10,000

Micro USB Swi�-MU Snap-in P 
30V (AC)
5V (DC)

1 & 5 Pin: 1.8A
 2, 3 & 4 Pin: 1A

28 10,000

Type C Swi�-LP M  30V (DC) Up To 5A 32*1P + 24*1C + 28*1D 10,000

Type C Swi�-LA Snap-in P  30V (DC) Up To 3A 32*1P + 24*1C + 28*1D 10,000

Type C Swi�-GG  B  30V (DC) Up To 5A 32*1P + 24*1C + 28*1D 10,000

Type C Swi�-XL  P  30V (DC) Up To 3A 32*1P + 24*1C + 28*1D 10,000

D-SUB Series

Standard 
Automated

Latch
M

9, 15, 25,
37, 50*

 125V (DC) 5A 24 500

High Dens i ty 
Automated

Latch
M

15, 26, 44,
62*, 78*

 125V (DC) 2A 26 500

SSL Series

SSL1.1  P 2-6  100V 3A 22 100

SSL1.2  P 2-4  250V 5A 22-18 30

SSL1.3 P 1  500V  5A 10
SSL2.1 P 2  600V  12A 20
SSL2.3 P 2  500V 3A 100

HDMI Series

Circular  P 19  30V (AC) 0.5A 26 500
Rectangular  With Latch P 19  30V (AC) 0.5A 26 500
Mini -HDMI  P 19  30V (AC) 0.5A 30 500

DVI Series

DDD M 25  40V (AC) 1.5A 28 100
DDS M 19  40V (AC) 1.5A 28 100
DID M 29  40V (AC) 1.5A 28 100
DIS M 23  40V (AC) 1.5A 28 100

Appl icable Wires
(AWG)

Ma�ng
Cycles

(Pin Contact)

High SpeedMa�ng Style

Materia ls
No. of

Contacs

Opera�ng
Voltage
(AC/DC)

Nominal
Current

Gold
Plated

Amphenol LTW7
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USB
2.0

USB
3.2

Gen1

USB
3.2

Gen2

48h
PCB 90 & 180,
Jack 90 & 180

     (2)   TIA/EIA-568, IEC 60603-7

48h
PCB180,

Jack 90 & 180
     (2)   TIA/EIA-568, IEC 60603-7

48h Jack 180      (2)   TIA/EIA-568, IEC 60603-7

48h    (2)   TIA/EIA-568, IEC 60603-7 -40°C - 105°C, IP67 (Unmated)

 48h     94V-HB (2)  

  48h
Type 1 & 2,

Jack, PCB 180
  Solder  (2)  

 48h
Type 1 & 2,

Jack, PCB 180
  Solder  (2)  

 48h   (2)   -30°C - 80°C, IP67/IP68 (Unmated)

 48h   (2)   -40°C - 80°C, IP67 (Mated)

 48h   (2)   -40°C - 85°C, IP67 (Unmated)

  48h    (2)  
。R0: -40°C - 85°C, IP68 (Unmated)
。OC: -20°C - 85°C, IP67 (Mated)

  48h    (2)  
。R0: -40°C - 85°C, IP67 (Unmated)
。OC: -20°C - 85°C, IP67 (Mated)

 48h   (2)   。OC: -20°C - 85°C, IP68 (Mated)

8h
Solder,

PCB 90& 180


Solder,
Crimp

(2)  

8h
Solder,

PCB 90& 180


Solder,
Crimp

(2)  

   (2)  CSA C22.2, UL1977  -40°C - 105°C, Non-IP

     (2) 
CSA C22.2, UL1977, cUL

UL2238+UL50e
 -40°C - 105°C, IP68 (Mated)

  (2)  CSA, UL1977  -40°C - 105°C, Non-IP
  (2)  CSA, UL1977  -40°C - 105°C, Non-IP

 (2)   -40°C - 105°C, Non-IP

48h   94V-HB (2)  
48h   94V-1 (2)  
48h    (2)  

8h   (2) 
8h   (2) 
8h   (2) 
8h   (2) 

RPR0 OC FI

。R0: -40°C - 105°C, IP67 (Unmated)
。RP: -20°C - 85°C, IP67 (Unmated)
。OC: -20°C - 85°C, IP67P (Mated)
。FI: -40°C - 105°C, IP67 (Mated)

。R0: -40°C - 105°C, IP68 (Unmated)
。OC: -20°C - 85°C, IP67P (Mated)

ROHS
2.0
&

REACH

Standard / Compl iant /
Cer�fica�ons

Opera�ng Temperature
& IP Ra�ng

UV
Res is tant

UL
94V-0

Vibra�on
EMI

Op�on

。R0: -20°C - 85°C, IP67 (Unmated)
。OC: -20°C - 85°C, IP67P (Mated)

。R0: -40°C - 105°C, IP68 (Unmated)
。OC: -20°C - 85°C, IP67P (Mated)
。FI: -40°C - 105°C, IP67 (Mated)

。R0: -40°C - 105°C, IP67 (Unmated)
。RW: -20°C - 85°C, IP67 (Unmated)
。OC: -20°C - 85°C, IP67P (Mated)
。FI: -40°C - 105°C, IP67 (Mated)

High Speed
Salt Spray

(Connector,
Mated)

RW
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  94V-2  IP67 -40°C - 105°C
    UL6703A IP67 -40°C - 105°C

    CSA, UL2238, UL50e IP68 (Mated) -40°C - 105°C

    CSA, UL2238, UL50e IP68 (Mated) -40°C - 105°C

    CSA, UL2238, UL50e IP68 (Mated) -40°C - 105°C

    CSA, UL2238, UL50e IP68 (Mated) -40°C - 105°C


94V-0
94V-2

(2) 
IP67 (Mated)
IP68 (Mated)

。R0: -20°C - 105°C
。FI: -20°C - 105°C

   IP66, IP68 -40°C - 125°C
   IP68, IP69K -40°C - 125°C
   IP68, IP69K -40°C - 125°C
   IP68, IP69K -40°C - 125°C
   IP68, IP69K -40°C - 125°C

IP67
。Red & Green: -30°C - 80°C
。Others: -40°C - 80°C

IP67
。Red & Green: -30°C - 80°C
。Others: -40°C - 80°C

Field
Insta l lable

Cer�fica�ons IP Ra�ng
Opera�ng

Temperature
UV

Res is tant
UL

94V-0
Vibra�on

ROHS
2.0 &

REACH

USB
2.0

USB
3.2

Gen1

USB
3.2

Gen2

48h      -40°C - 105°C, IP67 (Mated)
48h      -40°C - 105°C, IP67 (Mated)

48h    -40°C - 110°C, Non-IP

48h    MIL-C-39012 -40°C - 105°C, IP68 (Unmated)

48h    MIL-C-39012 -40°C - 105°C, IP68 (Unmated)

RPR0 OC FI

ROHS
2.0
&

REACH

Standard / Compl iant /
Cer�fica�ons

Opera�ng Temperature
& IP Ra�ng

UV
Res is tant

UL
94V-0

Vibra�on
EMI

Op�on

High Speed
Salt Spray

(Connector,
Mated)

RW
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Product Range Overview

Sub-Series Name M5
Guided M8

/ LED
M8

/LED M10.5
M12 A
/ LED

M12 B
/ LED

M12 D
/ LED M12 I

Ma�ng Style
Screw

Thread
Screw Thread

Snap-in
Screw

Thread & Snap-in
Screw

Thread
Screw Thread
& Push Pull

Screw Thread
& Push Pull

Screw Thread
& Push Pull

Screw Thread
& Push Pull

Plas�c Version -   -    

Metal Version        

No. of Contacts 3 ~ 4 2 ~ 6  3 ~ 13  2 ~ 5 3 ~ 28 5 4 5

Pla�ng of Contacts
Gold

Plated
Gold

Plated
Gold

Plated
Gold

Plated
Gold

Plated
Gold

Plated
Gold

Plated
Gold

Plated

Transmission Rate - - - -
Cat. 5e

(8 Pin To RJ45) -
Cat. 5e

(4 Pin To RJ45) -

Opera�ng Voltage (AC/DC) 60V 30V ~ 60V 30V ~ 60V 30V 30V ~ 250V 60V 250V  60V

Nominal Current 1A 1.5A ~ 3A
3A+1.5A

0.5A ~ 3A 2A 0.5A ~ 4A 4A 4A 4A

Opera�ng Temperature

Fasten Style of Nut Front & Rear Front & Rear Front & Rear Rear Front & Rear Front & Rear Front & Rear Front & Rear

Receptacle        

Receptacle With Cable/Wire  -  -    -

Overmolded With Cable        

Field Serviceable/Installable -       -

Accessories -       

Applicable Wire Gauge
26AWG

(0.14mm2)
24 ~ 22AWG

(0.25 ~ 0.34mm2)
32AWG

(0.03mm2)
24AWG

(0.25mm2)
30 ~ 22AWG

(0.05 ~ 0.34mm2)
26 ~ 22AWG

(0.14 ~ 0.34mm2)
26 ~ 22AWG

(0.14 ~ 0.34mm2)
22AWG

(0.34mm2)

Ma�ng Cycles (Pin Contact)

IP Ra�ng

Salt Spray (Connector, Mated) 48h 48h 48h 48h 48h 48h 48h 48h

UV Resistant        

Flammability Ra�ng UL94V-0 UL94V-0 UL 94V-0 UL 94HB UL 94V-0 UL 94V-0 UL 94V-0 UL 94HB

Vibra�on

EMI Op�on -   -    -

RoHS 2.0 Compliant        

REACH Compliant        

Cer�ficates - -
UL1977
UL2238 -

UL1977, UL2238,
UL1863

UL1977
UL2238

UL1977, UL2238,
UL1863 -

Standard / Compliance IEC 61076-2-105 - IEC 61076-2-104 - IEC 61076-2-101 IEC 61076-2-101 IEC 61076-2-101 -

Frequency Range 10~500Hz / Amplitude 0.35mm

● Receptacle: -40°C ~ 105°C
● Receptacle With Wires: -20°C ~ 85°C
● Overmolded With Cable:
    (1) PVC: -20°C~85°C
    (2) PUR: -20°C~85°C
● Field Serviceable/Installable: -40°C ~ 105°C

1,000 Cycles (IEC 100 Cycles)

● Receptacle, Receptacle With Wires:
    (1) IP67 (Mated / Unmated)
    (2) IP68 (Unmated, 1M / 24h)
    (3) IP69K (Mated)
● Overmolded With Cable, Field Serviceable/Installable: IP67 / IP68 (Mated, 1M / 24h)
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Product Range Overview

Sub-Series Name
M12 K
/ LED

M12 L
/ LED

M12 M
/ LED

M12 S
/ LED

M12 T
/ LED M12 X M12 Y M23

Ma�ng Style
Screw Thread
& Push Pull

Screw Thread
& Push Pull

Screw Thread
& Push Pull

Screw Thread
& Push Pull

Screw Thread
& Push Pull

Screw Thread
& Push Pull

Screw
Thread

Screw
Thread

Plas�c Version      -  -

Metal Version        

No. of Contacts 3 ~ 5 2 ~ 5 3 ~ 6 3 ~ 4 2 ~ 4 8 8 6

Pla�ng of Contacts
Gold

Plated
Gold

Plated
Gold

Plated
Gold

Plated
Gold

Plated
Gold

Plated
Gold

Plated
Gold

Plated

Transmission Rate - - - - - Cat.6A - -

Opera�ng Voltage (AC/DC) 630V 63V 630V 630V 63V 30 ~ 60V 60V 600V

Nominal Current 12A / 16A 16A 8A 12A 12A 0.5A 0.5A / 6A 28A

Opera�ng Temperature

Fasten Style of Nut Front Front Front Front & Rear Front & Rear Front & Rear Front & Rear Front

Receptacle        

Receptacle With Cable/Wire - - -     -

Overmolded With Cable        -

Field Serviceable/Installable        

Accessories       - -

Applicable Wire Gauge
14AWG

(2.5mm2)
14AWG

(2.5mm2)
16AWG

(1.5mm2)
16AWG

(1.5mm2)
16AWG

(1.5mm2)
26AWG

(0.14mm2)
14 ~ 12AWG

(2.50 ~ 4.00mm²)

Ma�ng Cycles (Pin Contact)

IP Ra�ng

Salt Spray (Connector, Mated) 48h 48h 48h 48h 48h 48h 48h 48h

UV Resistant        

Flammability Ra�ng UL 94V-0 UL 94V-0 UL 94V-0 UL 94V-0 UL 94V-0 UL 94V-0 UL 94V-0 UL 94V-0

Vibra�on

EMI Op�on - - - - -   

RoHS 2.0 Compliant        

REACH Compliant        

Cer�ficates
UL1977
UL2237

UL1977
UL2238 -

UL1977
UL2237

UL1977
UL2238 UL1863 UL1863 -

Standard / Compliance  IEC 61076-2-111  IEC 61076-2-111  IEC 61076-2-111 IEC 61076-2-111 IEC 61076-2-111 IEC 61076-2-109 IEC 61076-2-109 -

Frequency Range 10~500Hz / Amplitude 0.35mm

● Receptacle: -40°C ~ 105°C
● Receptacle With Wires: -20°C ~ 85°C
● Overmolded With Cable:
    (1) PVC: -20°C~85°C
    (2) PUR: -20°C~85°C
● Field Serviceable/Installable: -40°C ~ 105°C

1,000 Cycles (IEC 100 Cycles)

● Receptacle, Receptacle With Wires:
    (1) IP67 (Mated / Unmated)
    (2) IP68 (Unmated, 1M / 24h)
    (3) IP69K (Mated)
● Overmolded With Cable, Field Serviceable/Installable: IP67 / IP68 (Mated, 1M / 24h)

20 AWG(0.50mm2)
(0.14mm2)26 AWG
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M5
Panel Cut-Out

(Unit: mm)

38.0

6.5

35

6.
5

7.8

M5*0.5

12.0

M5*0.512.0

7.8

12.0

7.8

M5*0.5

12.0

7.8

M5*0.5

Screw Threaded (M5 * 0.5) Metal Nut 

12.0

7.8

M5*0.5

12.0

7.
8

4.6

5.
1±

0.
1

M5
6.6

Ø
 7

.1

M7

Assemble  Style

Number of Contacts
Rated Voltage (AC/DC)
Nominal current
Pin Assignment MM FF

Solder Pins M5-03PMMS-SF7001* M5-03PFFS-SF7001*
Straight PCB M5-03PMMP-SF7001* M5-03PFFP-SF7001*
Right Angle PCB M5-03PMMR-SF7001* M5-03PFFR-SF7001*
Solder Pins M5S-03PMMS-SF7001* M5S-03PFFS-SF7001*
Straight PCB M5S-03PMMP-SF7001* M5S-03PFFP-SF7001*
Right Angle PCB M5S-03PMMR-SF7001* M5S-03PFFR-SF7001*
Solder Pins SM5-03PMMS-SF7001* SM5-03PFFS-SF7001*
Straight PCB SM5-03PMMP-SF7001* SM5-03PFFP-SF7001*
Right Angle PCB SM5-03PMMR-SF7001* SM5-03PFFR-SF7001*
Solder Pins SM5S-03PMMS-SF7001* SM5S-03PFFS-SF7001*
Straight PCB SM5S-03PMMP-SF7001* SM5S-03PFFP-SF7001*
Right Angle PCB SM5S-03PMMR-SF7001* SM5S-03PFFR-SF7001*

Metal Nut M5-03PMMS-SF7A❿* M5-03PFFS-SF7A❿*

Shielded M5S-03PMMS-SF7A❿* M5S-03PFFS-SF7A❿*

Stainless SM5-03PMMS-SF7A❿* SM5-03PFFS-SF7A❿*

Stainless Shielded SM5S-03PMMS-SF7A❿* SM5S-03PFFS-SF7A❿*

Metal Nut Solder Pins M5-03PMMS-SH7001* M5-03PFFS-SH7001*

Stainless Solder Pins SM5-03PMMS-SH7001* SM5-03PFFS-SH7001*

Metal Nut M5-03PMMS-SH7A❿* M5-03PFFS-SH7A❿*

Stainless SM5-03PMMS-SH7A❿* SM5-03PFFS-SH7A❿*

UL20549, PUR M5-03BMMM-SL7B❿* M5-03BFFM-SL7B❿*
UL2517, PVC M5-03BMMM-SL7D❿* M5-03BFFM-SL7D❿*
UL20549, PUR M5S-03BMMM-SL7B❿* M5S-03BFFM-SL7B❿*
UL2517, PVC M5S-03BMMM-SL7D❿* M5S-03BFFM-SL7D❿*
UL20549, PUR SM5-03BMMM-SL7B❿* SM5-03BFFM-SL7B❿*
UL2517, PVC SM5-03BMMM-SL7D❿* SM5-03BFFM-SL7D❿*
UL20549, PUR SM5S-03BMMM-SL7B❿* SM5S-03BFFM-SL7B❿*
UL2517, PVC SM5S-03BMMM-SL7D❿* SM5S-03BFFM-SL7D❿*

MM: Male Connector Male Contact
FF : Female Connector Female Contact

M5 X 0.5 Bulkhead / Receptacle, Hexagonal Flange, FRONT Fastened Nut (Female Nut = M7 X 0.75), IP67
Nut Torque Value: 5 ~ 8 kgf-cm | Recommend Panel Thickness: Max 2.0 mm

M5 x 0.5 Bulkhead / Receptacle, Hexagonal Flange, REAR Fastened Nut (Female Nut = M7 X 0.75), IP67
Nut Torque Value: 5 ~ 8 kgf-cm | Recommend Panel Thickness: Max 2.0 mm

Overmolded Cable Assembly, Free Cable End, Straight, IP67
❿  Cable Length: (01) 1M ~ (99) 99M. Standard Lengths: 1M, 2M, 3M, 5M and 10M

Metal Nut

Shielded

Stainless

Stainless Shielded

M5 x 0.5
3

48V (AC) / 60V (DC)
1A

Metal Nut

Shielded

Stainless

Stainless Shielded

M5 Bulkhead / Receptacle With UL1061 PVC Wires, Hexagonal Flange, FRONT Fastened Nut, IP67
❿  Wire Length: (10) 100mm ~ (95) 950mm (per 50mm) | (A0) 1,000mm ~ (A5) 1,500mm (Per 100mm) | Standard Lengths: (25) 250mm and (50) 500mm

M5 Bulkhead / Receptacle With UL1061 PVC Wires, Hexagonal Flange, REAR Fastened Nut, IP67
❿  Wire Length: (10) 100mm ~ (95) 950mm (per 50mm) | (A0) 1,000mm ~ (A5) 1,500mm (Per 100mm) | Standard Lengths: (25) 250mm and (50) 500mm

12.0

7.8

M5*0.5 12.0

7.
8

*Upon Request

(P) Receptacle
PCB 180°

(S) Receptacle
Solder

(R) Receptacle
PCB 90°

MM FF

MM FF

MM FF

MM FF

MM FF
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M5 Screw Threaded (M5 * 0.5) Metal Nut 

MM FF

M5-04PMMS-SF7001* M5-04PFFS-SF7001*
M5-04PMMP-SF7001* M5-04PFFP-SF7001*
M5-04PMMR-SF7001* M5-04PFFR-SF7001*
M5S-04PMMS-SF7001* M5S-04PFFS-SF7001*
M5S-04PMMP-SF7001* M5S-04PFFP-SF7001*
M5S-04PMMR-SF7001* M5S-04PFFR-SF7001*
SM5-04PMMS-SF7001* SM5-04PFFS-SF7001*
SM5-04PMMP-SF7001* SM5-04PFFP-SF7001*
SM5-04PMMR-SF7001* SM5-04PFFR-SF7001*
SM5S-04PMMS-SF7001* SM5S-04PFFS-SF7001*
SM5S-04PMMP-SF7001* SM5S-04PFFP-SF7001*
SM5S-04PMMR-SF7001* SM5S-04PFFR-SF7001*

M5-04PMMS-SF7A❿* M5-04PFFS-SF7A❿*

M5S-04PMMS-SF7A❿* M5S-04PFFS-SF7A❿*

SM5-04PMMS-SF7A❿* SM5-04PFFS-SF7A❿*

SM5S-04PMMS-SF7A❿* SM5S-04PFFS-SF7A❿*

M5-04PMMS-SH7001* M5-04PFFS-SH7001*

SM5-04PMMS-SH7001* SM5-04PFFS-SH7001*

M5-04PMMS-SH7A❿* M5-04PFFS-SH7A❿*

SM5-04PMMS-SH7A❿* SM5-04PFFS-SH7A❿*

M5-04BMMM-SL7B❿* M5-04BFFM-SL7B❿*
M5-04BMMM-SL7D❿* M5-04BFFM-SL7D❿*
M5S-04BMMM-SL7B❿* M5S-04BFFM-SL7B❿*
M5S-04BMMM-SL7D❿* M5S-04BFFM-SL7D❿*
SM5-04BMMM-SL7B❿* SM5-04BFFM-SL7B❿*
SM5-04BMMM-SL7D❿* SM5-04BFFM-SL7D❿*
SM5S-04BMMM-SL7B❿* SM5S-04BFFM-SL7B❿*
SM5S-04BMMM-SL7D❿* SM5S-04BFFM-SL7D❿*

M5 x 0.5
4

48V (AC) / 60V (DC)
1A
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M5 Screw Threaded (M5 * 0.5) Metal Nut 

Panel Cut-Out

(Unit: mm)

4.6

5.
1±

0.
1

M5
6.6

Ø
 7

.1

M7

*Upon Request

Number of Contacts
Rated Voltage (AC/DC)
Nominal current
Pin Assignment MM FF

MM

MM

FF

FF

UL20549, PUR M5-03BMMM-SR7B❿* M5-03BFFM-SR7B❿*
UL2517, PVC M5-03BMMM-SR7D❿* M5-03BFFM-SR7D❿*
UL20549, PUR M5S-03BMMM-SR7B❿* M5S-03BFFM-SR7B❿*
UL2517, PVC M5S-03BMMM-SR7D❿* M5S-03BFFM-SR7D❿*
UL20549, PUR SM5-03BMMM-SR7B❿* SM5-03BFFM-SR7B❿*
UL2517, PVC SM5-03BMMM-SR7D❿* SM5-03BFFM-SR7D❿*
UL20549, PUR SM5S-03BMMM-SR7B❿* SM5S-03BFFM-SR7B❿*
UL2517, PVC SM5S-03BMMM-SR7D❿* SM5S-03BFFM-SR7D❿*

UL20549, PUR M503ML-5ML-SB❿* M503FL-5FL-SB❿*
UL2517, PVC M503ML-5ML-SD❿* M503FL-5FL-SD❿*
UL20549, PUR M5S03ML-5SML-SB❿* M5S03FL-5SFL-SB❿*
UL2517, PVC M5S03ML-5SML-SD❿* M5S03FL-5SFL-SD❿*
UL20549, PUR SM503ML-5ML-SB❿* SM503FL-5FL-SB❿*
UL2517, PVC SM503ML-5ML-SD❿* SM503FL-5FL-SD❿*
UL20549, PUR SM5S03ML-5SML-SB❿* SM5S03FL-5SFL-SB❿*
UL2517, PVC SM5S03ML-5SML-SD❿* SM5S03FL-5SFL-SD❿*

UL20549, PUR M503ML-5MR-SB❿* M503 FL-5FR-SB❿*
UL2517, PVC M503ML-5MR-SD❿* M503 FL-5FR-SD❿*
UL20549, PUR M5S03ML-5SMR-SB❿* M5S03 FL-5SFR-SB❿*
UL2517, PVC M5S03ML-5SMR-SD❿* M5S03 FL-5SFR-SD❿*
UL20549, PUR SM503ML-5MR-SB❿* SM503 FL-5FR-SB❿*
UL2517, PVC SM503ML-5MR-SD❿* SM503 FL-5FR-SD❿*
UL20549, PUR SM5S03ML-5SMR-SB❿* SM5S03FL-5SFR-SB❿*
UL2517, PVC SM5S03ML-5SMR-SD❿* SM5S03FL-5SFR-SD❿*

UL20549, PUR M503MR-5MR-SL7B❿* M503 FR-5 FR-SL7B❿*
UL2517, PVC M503MR-5MR-SL7D❿* M503 FR-5 FR-SL7D❿*
UL20549, PUR M5S03MR-5SMR-SL7B❿* M5S03 FR-5SFR-SL7B❿*
UL2517, PVC M5S03MR-5SMR-SL7D❿* M5S03 FR-5SFR-SL7D❿*
UL20549, PUR SM503MR-5MR-SL7B❿* SM503 FR-5 FR-SL7B❿*
UL2517, PVC SM503MR-5MR-SL7D❿* SM503 FR-5 FR-SL7D❿*
UL20549, PUR SM5S03MR-5SMR-SL7B❿* SM5S03FR-5SFR-SL7B❿*
UL2517, PVC SM5S03MR-5SMR-SL7D❿* SM5S03FR-5SFR-SL7D❿*

Stainless

Stainless Shielded

Metal Nut

Shielded

Stainless

Stainless Shielded

MM: Male Connector Male Contact

FF: Female Connector Female Contact

Overmolded Cable Assembly, Free Cable End, Right Angle, IP67
❿ Cable Length: (01) 1M ~ (99) 99M. Standard Lengths: 1M, 2M, 3M, 5M and 10M

Overmolded Double-Ended Cable Assembly, Straight to Straight, IP67
❿ Cable Length: (01) 1M ~ (99) 99M. Standard Lengths: 1M, 2M, 3M, 5M and 10M

Overmolded Double-Ended Cable Assembly, Straight to Right Angle, IP67
❿ Cable Length: (01) 1M ~ (99) 99M. Standard Lengths: 1M, 2M, 3M, 5M and 10M

Overmolded Double-Ended Cable Assembly, Right Angle to Right Angle, IP67
❿ Cable Length: (01) 1M ~ (99) 99M. Standard Lengths: 1M, 2M, 3M, 5M and 10M

Metal Nut

Shielded

Stainless

Stainless Shielded

Metal Nut

Shielded

Stainless

Stainless Shielded

Metal Nut

Shielded

M5 x 0.5
3

48V (AC) / 60V (DC)
1A

6.5

25.0

28
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22

6.
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28.5

35

6.
5

38 6.5

35
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5

22

6.5

28.535

6.
5

25.0

28.5

6.5

22

6.5

28.5

25.0

28.5

6.5

MM FF

MM FF
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M5 Screw Threaded (M5 * 0.5) Metal Nut 

MM FF

M5-04BMM M-SR7B❿* M5-04BFFM-SR7B❿*
M5-04BMM M-SR7D❿* M5-04BFFM-SR7D❿*
M5S-04BMM M-SR7B❿* M5S-04BFFM-SR7B❿*
M5S-04BMM M-SR7D❿* M5S-04BFFM-SR7D❿*
SM5-04BMM M-SR7B❿* SM5-04BFFM-SR7B❿*
SM5-04BMM M-SR7D❿* SM5-04BFFM-SR7D❿*
SM5S-04BMM M-SR7B❿* SM5S-04BFFM-SR7B❿*
SM5S-04BMM M-SR7D❿* SM5S-04BFFM-SR7D❿*

M504ML-5 ML-SB❿* M504FL-5 FL-SB❿*
M504ML-5 ML-SD❿* M504FL-5 FL-SD❿*

M5S04ML-5S ML-SB❿* M5S04FL-5S FL-SB❿*
M5S04ML-5S ML-SD❿* M5S04FL-5S FL-SD❿*
SM504ML-5 ML-SB❿* SM504FL-5 FL-SB❿*
SM504ML-5 ML-SD❿* SM504FL-5 FL-SD❿*

SM5S04ML-5S ML-SB❿* SM5S04FL-5S FL-SB❿*
SM5S04ML-5S ML-SD❿* SM5S04FL-5S FL-SD❿*

M504ML-5 MR-SB❿* M504FL-5 FR-SB❿*
M504ML-5 MR-SD❿* M504FL-5 FR-SD❿*

M5S04ML-5S MR-SB❿* M5S04FL-5S FR-SB❿*
M5S04ML-5S MR-SD❿* M5S04FL-5S FR-SD❿*

SM504ML-5MR-SB❿* SM504FL-5 FR-SB❿*
SM504ML-5MR-SD❿* SM504FL-5 FR-SD❿*

SM5S04ML-5S MR-SB❿* SM5S04FL-5S FR-SB❿*
SM5S04ML-5S MR-SD❿* SM5S04FL-5S FR-SD❿*

M504MR-5 MR-SL7B❿* M504FR-5 FR-SL7B❿ *
M504MR-5 MR-SL7D❿* M504FR-5 FR-SL7D❿ *

M5S04MR-5S MR-SL7B❿* M5S04FR-5S FR-SL7B❿*
M5S04MR-5S MR-SL7D❿* M5S04FR-5S FR-SL7D❿*
SM504MR-5 MR-SL7B❿* SM504FR-5 FR-SL7B❿*
SM504MR-5 MR-SL7D❿* SM504FR-5 FR-SL7D❿*

SM5S04MR-5S MR-SL7B❿* SM5S04FR-5S FR-SL7B❿*
SM5S04MR-5S MR-SL7D❿* SM5S04FR-5S FR-SL7D❿*

M5 x 0.5
4

48V (AC) / 60V (DC)
1A
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M5 Screw Threaded (M5 * 0.5) Metal Nut 

Panel Cut-Out

(Unit: mm)
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Number of Contacts
Rated Voltage (AC/DC)
Nominal current
Pin Assignment MF FM

UL20549, PUR M503ML-5FL-SL7B❿* -
UL2517, PVC M503ML-5FL-SL7D❿* -
UL20549, PUR M5S03ML-5SFL-SL7B❿* -
UL2517, PVC M5S03ML-5SFL-SL7D❿* -
UL20549, PUR SM503ML-5FL-SL7B❿* -
UL2517, PVC SM503ML-5FL-SL7D❿* -
UL20549, PUR SM5S03ML-5SFL-SL7B❿* -
UL2517, PVC SM5S03ML-5SFL-SL7D❿* -

UL20549, PUR M503MR-5FR-SL7B❿* -
UL2517, PVC M503MR-5FR-SL7D❿* -
UL20549, PUR M5S03MR-5SFR-SL7B❿* -
UL2517, PVC M5S03MR-5SFR-SL7D❿* -
UL20549, PUR SM503MR-5FR-SL7B❿* -
UL2517, PVC SM503MR-5FR-SL7D❿* -
UL20549, PUR SM5S03MR-5SFR-SL7B❿* -
UL2517, PVC SM5S03MR-5SFR-SL7D❿* -

UL20549, PUR M503ML-5FR-SL7B❿* M503FL-5MR-SL7B❿*
UL2517, PVC M503ML-5FR-SL7D❿* M503FL-5MR-SL7D❿*
UL20549, PUR M5S03ML-5SFR-SL7B❿* M5S03FL-5SMR-SL7B❿*
UL2517, PVC M5S03ML-5SFR-SL7D❿* M5S03FL-5SMR-SL7D❿*
UL20549, PUR SM503ML-5FR-SL7B❿* SM503FL-5MR-SL7B❿*
UL2517, PVC SM503ML-5FR-SL7D❿* SM503FL-5MR-SL7D❿*
UL20549, PUR SM5S03ML-5SFR-SL7B❿* SM5S03FL-5SMR-SL7B❿*
UL2517, PVC SM5S03ML-5SFR-SL7D❿* SM5S03FL-5SMR-SL7D❿*

Overmolded Double-Ended Cable Assembly, Right Angle to Right Angle, IP67
❿ Cable Length: (01) 1M ~ (99) 99M. Standard Lengths: 1M, 2M, 3M, 5M and 10M

Overmolded Double-Ended Cable Assembly, Straight to Right Angle, IP67
❿ Cable Length: (01) 1M ~ (99) 99M. Standard Lengths: 1M, 2M, 3M, 5M and 10M

Overmolded Double-Ended Cable Assembly, Straight to Straight, IP67
❿ Cable Length: (01) 1M ~ (99) 99M. Standard Lengths: 1M, 2M, 3M, 5M and 10M

Metal Nut

Shielded

Stainless

Stainless Shielded

Metal Nut

Shielded

Stainless

Stainless Shielded

Metal Nut

Shielded

Stainless

Stainless Shielded

3

MF: Male Connector Female Contact
FM: Female Connector Male Contact

48V (AC) / 60V (DC)
1A
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MF

MF

MF FM

*Upon Request
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M5 Screw Threaded (M5 * 0.5) Metal Nut 

MF FM

M504ML-5 FL-SL7B❿* -
M504ML-5 FL-SL7D❿* -

M5S04ML-5S FL-SL7B❿* -
M5S04ML-5S FL-SL7D❿* -
SM504ML-5 FL-SL7B❿* -
SM504ML-5 FL-SL7D❿* -

SM5S04ML-5S FL-SL7B❿* -
SM5S04ML-5S FL-SL7D❿* -

M504MR-5 FR-SL7B❿* -
M504MR-5 FR-SL7D❿* -

M5S04MR-5S FR-SL7B❿* -
M5S04MR-5S FR-SL7D❿* -
SM504MR-5 FR-SL7B❿* -
SM504MR-5 FR-SL7D❿* -

SM5S04MR-5S FR-SL7B❿* -
SM5S04MR-5S FR-SL7D❿* -

M504ML-5FR-SL7B❿* M504FL-5MR-SL7B❿*
M504ML-5FR-SL7D❿* M504FL-5MR-SL7D❿*

M5S04ML-5SFR-SL7B❿* M5S04FL-5SMR-SL7B❿*
M5S04ML-5SFR-SL7D❿* M5S04FL-5SMR-SL7D❿*
SM504ML-5FR-SL7B❿* SM504FL-5MR-SL7B❿*
SM504ML-5FR-SL7D❿* SM504FL-5MR-SL7D❿*

SM5S04ML-5SFR-SL7B❿* SM5S04FL-5SMR-SL7B❿*
SM5S04ML-5SFR-SL7D❿* SM5S04FL-5SMR-SL7D❿*

4

48V (AC) / 60V (DC)

1A
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